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Este informe contiene información muy importante sobre su agua potable. 
Tradúzcalo o hable con alguien que lo entienda bien.



Questions?

Where Does My Water Come From?

The Authority obtains water from two wells located 
on the treatment plant property at 900 Ohio 

River Boulevard in Glen Osborne Borough and an 
intake crib under the river bed of the Ohio River. All 
three water sources are ground water sources free of 
any influence by surface water. All water is drawn from 
an aquifer that is under and adjacent to the Ohio River 
and is comprised of prolific water bearing coarse sand 
and gravel.

Quality First

Once again, we are pleased to present our annual water quality report. As in years past, we are committed to delivering 
the best-quality drinking water possible. To that end, we remain vigilant in meeting the challenges of new regulations, 

source water protection, water conservation, and community outreach and education while continuing to serve the needs 
of all our water users. Thank you for allowing us the opportunity to serve you and your family.

We encourage you to share your thoughts with us on the information contained in this report. After all, well-informed 
customers are our best allies.

Lead in Home Plumbing

If present, elevated levels of lead can cause serious 
health problems, especially for pregnant women and 

young children. Lead in drinking water is primarily 
from materials and components associated with service 
lines and home plumbing. We are responsible for 
providing high-quality drinking water, but cannot 
control the variety of materials used in plumbing 

components. When your water 
has been sitting for several 
hours, you can minimize the 
potential for lead exposure by 
flushing your tap for 30 seconds 
to 2 minutes before using water 
for drinking or cooking. If you 

are concerned about lead in your water, you may wish 
to have your water tested. Information on lead in 
drinking water, testing methods, and steps you can 
take to minimize exposure is available from the Safe 
Drinking Water Hotline or at www.epa.gov/lead.

For more information about this report, or for any 
questions relating to your drinking water, please contact 
General Manager Mark Brooks at (412) 741-9180, or 
by email at mbrooks@sewickleywater.org.

Water treatment is a complex, 
time-consuming process.

Substances That Could Be in Water

To ensure that tap water is safe to 
drink, the U.S. EPA and DEP 

prescribe regulations limiting the amount 
of certain contaminants in water provided 

by public water systems. U.S. Food and 
Drug Administration and DEP regulations 

establish limits for contaminants in bottled water, 
which must provide the same 
protection for public health. 
Drinking water, including bottled 
water, may reasonably be expected 

to contain at least small amounts of 
some contaminants. The presence of 
these contaminants does not necessarily 
indicate that the water poses a health risk.

The sources of drinking water (both tap water and bottled 
water) include rivers, lakes, streams, ponds, reservoirs, 
springs, and wells. As water travels over the surface of the 
land or through the ground, it dissolves naturally occurring 
minerals, in some cases, radioactive material, and substances 
resulting from the presence of animals or from human 
activity. Substances that may be present in source water 
include:

Microbial Contaminants, such as viruses and bacteria, 
which may come from sewage treatment plants, septic 
systems, agricultural livestock operations, or wildlife;

Inorganic Contaminants, such as salts and metals, which can 
be naturally occurring or may result from urban stormwater 
runoff, industrial or domestic wastewater discharges, oil and 
gas production, mining, or farming;

Pesticides and Herbicides, which may come from a variety 
of sources such as agriculture, urban stormwater runoff, and 
residential uses;

Organic Chemical Contaminants, including synthetic 
and volatile organic chemicals, which are by-products of 
industrial processes and petroleum production and may 
also come from gas stations, urban stormwater runoff, and 
septic systems;

Radioactive Contaminants, which can be naturally 
occurring or may be the result of oil and gas production 
and mining activities.

For more information about contaminants and potential 
health effects, call the U.S. EPA’s Safe Drinking Water 
Hotline at (800) 426-4791.

http://www.epa.gov/lead
mailto:mbrooks%40sewickleywater.org?subject=


Source Water Assessment

In 2009, the SWA contracted with 
Spotts | Stevens|McCoy Engineers 

to develop a source water protection 
plan. The plan concluded that the SWA 
aquifer is susceptible to some risk of 
contamination from a variety of origins. 
Highway, railroad, and river accidents 
pose potential contaminant releases. 
Underground storage tanks and business 
and residential activities in the area are 
also identified as potential contaminant 
sources. Remember to do your part 
by properly disposing of all household 
hazardous waste.

Benefits of Chlorination

Disinfection, a chemical process used to control disease-causing microorganisms by killing or inactivating them, 
is unquestionably the most important step in drinking water treatment. By far, the most common method of 

disinfection in North America is chlorination.

Before communities began routinely treating drinking water with chlorine (starting with Chicago and Jersey City in 1908), 
cholera, typhoid fever, dysentery, and hepatitis A killed thousands of U.S. residents annually. Drinking water chlorination 
and filtration have helped to virtually eliminate these diseases in the United States. Significant strides in public health 
are directly linked to the adoption of drinking water chlorination. In fact, the filtration of drinking water plus the use of 
chlorine is probably the most significant public health advancement in human history.

How chlorination works:

Potent Germicide Reduction in the level of many disease-causing microorganisms in drinking water to 
almost immeasurable levels.

Taste and Odor Reduction of many disagreeable tastes and odors like foul-smelling algae 
secretions, sulfides, and odors from decaying vegetation.

Biological Growth Elimination of slime bacteria, molds, and algae that commonly grow in 
water supply reservoirs, on the walls of water mains, and in storage tanks.

Chemical Removal of hydrogen sulfide (which has a rotten egg odor), ammonia, and other 
nitrogenous compounds that have unpleasant tastes and hinder disinfection. It also helps to 
remove iron and manganese from raw water.

What’s a Cross-connection?

Cross-connections that contaminate drinking water distribution 
lines are a major concern. A cross-connection is formed at any 

point where a drinking water line connects to equipment (boilers), 
systems containing chemicals (air conditioning systems, fire sprinkler 
systems, irrigation systems), or water sources of questionable quality. 
Cross-connection contamination can occur when the pressure in 
the equipment or system is greater than the pressure inside the 
drinking water line (backpressure). Contamination can also occur 
when the pressure in the drinking water line drops due to fairly 
routine occurrences (main breaks, heavy water demand), causing 
contaminants to be sucked out from the equipment and into the 
drinking water line (backsiphonage).

Outside water taps and garden hoses tend to be the most common 
sources of cross-connection contamination at home. The garden 
hose creates a hazard when submerged in a swimming pool or when 
attached to a chemical sprayer for weed killing. Garden hoses that 
are left lying on the ground may be contaminated by fertilizers, 
cesspools, or garden chemicals. Improperly installed valves in your 
toilet could also be a source of cross-connection contamination.

Community water supplies are continuously jeopardized by cross-
connections unless appropriate valves, known 
as backflow prevention devices, are installed 
and maintained. We have surveyed industrial, 
commercial, and institutional facilities in the 
service area to make sure that potential cross-
connections are identified and eliminated or 
protected by a backflow preventer. We also 
inspect and test backflow preventers to make 
sure that they provide maximum protection.

For more information on backflow prevention, 
contact the Safe Drinking Water Hotline at 
(800) 426-4791.



The number of gallons of water produced daily by 
public water systems in the U.S. 34  

BILLION

The age in years of the world’s oldest water found in a mine 
at a depth of nearly two miles.

2  
BILLION

The amount of money spent annually on maintaining 
the public water infrastructure in the U.S. 135  

BILLION

The number of highly trained and licensed water 
professionals serving in the U.S. 199  

THOUSAND

The number of miles of drinking water distribution mains 
in the U.S.1  

MILLION

The number of active public water systems in the U.S.151  
THOUSAND

The number of Americans who receive water from a 
public water system.300  

MILLION

The number of federally regulated contaminants tested for 
in drinking water.93 

BY THE NUMBERS



Test Results

Our water is monitored for many different kinds of substances on a very strict sampling schedule. The information in the data tables shows only 
those substances that were detected between January 1 and December 31, 2017. Remember that detecting a substance does not necessarily 

mean the water is unsafe to drink; our goal is to keep all detects below their respective maximum allowed levels. The State recommends monitoring 
for certain substances less than once per year because the concentrations of these substances do not change frequently. In these cases, the most 
recent sample data are included, along with the year in which the sample was taken.

REGULATED SUBSTANCES
SUBSTANCE
(UNIT OF MEASURE)

YEAR
SAMPLED

MCL
[MRDL]

MCLG
[MRDLG]

AMOUNT
DETECTED

RANGE
LOW-HIGH VIOLATION TYPICAL SOURCE

Chlorine [Distribution] 
(ppm)

2017 [4] [4] 0.41 0.27–0.41 No Water additive used to control microbes

Chlorine [Entry Point]1 
(ppm)

2017 MinRDL=0.4 NA 0.21 0.21–1.67 No Water additive used to control microbes

Fluoride (ppm) 2016 2 2 0.55 NA No Erosion of natural deposits; Water additive that 
promotes strong teeth; Discharge from fertilizer and 
aluminum factories

Nitrate (ppm) 2017 10 10 3.11 NA No Runoff from fertilizer use; Leaching from septic 
tanks, sewage; Erosion of natural deposits

TTHMs [Total 
Trihalomethanes] (ppb)

2017 80 NA 24 18–24 No By-product of drinking water disinfection

Tap water samples were collected for lead and copper analyses from sample sites throughout the community

SUBSTANCE
(UNIT OF MEASURE)

YEAR
SAMPLED AL MCLG

AMOUNT 
DETECTED 

(90TH%TILE)

SITES ABOVE 
AL/TOTAL 

SITES VIOLATION TYPICAL SOURCE

Copper (ppm) 2016 1.3 1.3 0.783 0/20 No Corrosion of household plumbing systems; Erosion of natural deposits

Lead (ppb) 2016 15 0 8 0/20 No Corrosion of household plumbing systems; Erosion of natural deposits

1  The amount detected value for chlorine (entry point) represents the lowest amount detected.

AL (Action Level): The concentration 
of a contaminant which, if exceeded, 
triggers treatment or other requirements 
which a water system must follow.

LRAA (Locational Running Annual 
Average): The average of sample 
analytical results for samples taken at a 
particular monitoring location during 
the previous four calendar quarters. 
Amount Detected values for TTHMs 
and HAAs are reported as the highest 
LRAAs.

MCL (Maximum Contaminant 
Level): The highest level of a 
contaminant that is allowed in drinking 
water. MCLs are set as close to the 
MCLGs as feasible using the best 
available treatment technology.

MCLG (Maximum Contaminant 
Level Goal): The level of a contaminant 
in drinking water below which there is 
no known or expected risk to health. 
MCLGs allow for a margin of safety.

MinRDL (Minimum Residual 
Disinfectant Level): The minimum 
level of residual disinfectant required 
at the entry point to the distribution 
system.

MRDL (Maximum Residual 
Disinfectant Level): The highest level 
of a disinfectant allowed in drinking 
water. There is convincing evidence that 
addition of a disinfectant is necessary 
for control of microbial contaminants.

MRDLG (Maximum Residual 
Disinfectant Level Goal): The level 
of a drinking water disinfectant below 
which there is no known or expected 
risk to health. MRDLGs do not reflect 
the benefits of the use of disinfectants to 
control microbial contaminants.

NA: Not applicable

ppb (parts per billion): One part 
substance per billion parts water (or 
micrograms per liter).

ppm (parts per million): One part 
substance per million parts water (or 
milligrams per liter).

Definitions


